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SINTRA In Collection
Brand Orotex
Production Needled Pile Carpet EN 1307
Certification Site 1109
Surface Aspect RIBBED
Pile Content 100% PP
Pile Weight 280 g/m? (according to EN 1307)
Backing: Resine (623)
CE Creation Date 2013
Usage Events - Exhibitions
Pile Height 0,5 mm (according to EN 1307)
. v
Total Height 3 mm (according to EN 1307) ]
Total Weight 280 g/m? (according to EN 1307) @
Pile IN/OUT IN
Standard Length 60 m
Slip Behaviour DS (Confirmed without further testing)
Fire Behaviour BFL-S1
To be permanently glued No
Performed on a non- Yes
combustible substrate
To be certified by a Notified No
Body
GUT Certificate GUT 22344
DOP 1109 1725016230
VOC (France) A+
Due to limitations to the manufacturing process, colour may slightly vary frombatch to batch. DNF.RO.VERK.02/version 01/1-1-2014
We reserve the right to alter technical specifications. Rrinted on 15/06/2017
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Available colours and widths
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0100 MT

0208 MEL BHGE
0219 SAHARA
0602 DK GROEN
0616 V.BILLAR
0643 V.RELVA
0711 ROJO
0715CHLLYR
0802 DKBLAUW
0812 BLEUROY
0819 A.MARINO
0820 A.DUCADOS
0821 UNI BLAUW
0906 GRIS MOY
0909 CHENNEL.
0916 GRIS PER
0917 MEL ANTH
0955 NEGRO

Due to limitations to the manufacturing process, colour may slightly vary frombatch to batch.
We reserve the right to alter technical specifications.
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